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Very Light DAE JUNG HS 710 3l

DAE JUNG HS 710 SERIES Snapring : = 0-Ring

(NBR)
BUTTERFLY VALVES is a new-level, very epoch— Top F|5!n99—;<'
making one, largely improved interchange ability ggﬁf:g;dn;nfd?o?ﬁ&mm Gland (Blonze)
on the basis of originality and technology under driving section including electric, .
the quality management system of ISO/KSA. Stem-1 Bolt Guide
(STS304) _# D.U Bearing
HS 710 SERIES / Stabile operation
s ] of Upper Stem and
It is a ALUMINUM DIECASTING product, ﬁ“g;}'ggfgy -~ Prevention of 2nd
realized sharp light weight and very (ADC 12) el
1. BODY ) A
widely used due to diversification of type c DISC
for applying to FLANGE, i (SCS13)

To prevent separation and transformation
of SEAT by current speed when opening N
2, SEAT  and closing Valve, closely adhesive face
of SEAT to BODY was maximum
widened and stability was also improved.

Stem-2
As a three-dimensional 360° spherical (S][S 304) E:U]P]?ﬁr Sg%t)
DISC, it is stably worked on friction face - ; '
3. DISC  of SEAT when operating and its life was ottom e i
also largely improved, Tt is a compact ((:SOTVSE %04) ' (Bl\?étﬁo)m ol

form, minimized fluid resistance,

Applicable Field

1. Chemical Factory 2. Filtration Plant 3. Dyeing Factory

4. Paper Mill 5. Cement Factory 6. Atomic Power Plant
7. Chemical Factory 8. Iron Foundry 9. Tire Factory

10. Food Factory
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:RIES BUTTERFLY VALVE, being wi

Lock Lever Type AL-Butterfly valves, (Rubber Seat) STANDARD SPECIFICATIONS,
BMODEL : DAE JUNG 710-L « Valve Nominal Size

! 32mm -
« Applicable Flange Standard

KS10K. JIS10K. ANSI150PSI. DIN10BAR.
) » Max, Working Pressure

— 0.98Mpa (10kgf/cm”)

» Body Shell Test

‘ 1.5MPa (16kgf/cm ) (Hydraulic)
» K - Seat Leak Test
( 0.98Mpa (10kgf/cm ) (Pneumatic)

EINE B
Forel s Working Temperature Range
S N ir NBRSeatRing | EP.DM SeatRing
oS | — -10c — +80%T 20c — +120C
1 = =
1 | e .
B Standard Materials
SIZE CODE B b D L H1 Ho Body aluminum Alloy Diecast
30A  40A 33 45 80 55 115 Disc 304Stainless Steel
50A 2" 43 95 100 63 130 Stem 304Stainless Steel
65A 21/2" 46 65 120 70 140 :
80A_ 3" 16 80 130 220 85 150 Seat Ring | EPDM or NER
100A 4" 52 100 155 95 165
1254 5' 56 125 185 110 185 Actuator
150A 6" 56 150 215 125 200 « Lock Lever 32mm ~ 150mm
» Worm Gear 32mm ~

+ Preumati 32mm -
Gear Type AL-Butterfly valves, (Rubber Seat) | el oy

BMODEL : DAE JUNG 710-G
Long Bonnet Lever

Special dimensions can be
mode to order upon your
request.

Please notify H3 dimensions.

H3

SIZE CODE B b D L C H1

32A  40A 33 45 80 55

50A 2" 43 55 100 100 63

65A 21/2" 46 65 120 120 70

80A 3 46 80 130 110 85 Special dimensions can be
100A 4 52 100 155 95 made to order upon your
125A 5" 56 125 185 130 180 110 request,
150A 6" 56 150 215 125 Please notify H3 and L1
200A 8" 63 200 265 250 160 dimensions.
250A 10" 65 250 327 220 195
3004 12" 78 300 370 300 215




lely used in various fields.

Pneumatic Control 710 Butterfly Valves

* Model : DAEJUNG 710-P

* Valve Size : 32A —

¥ Max Service Pressure : 10kgf/cm?
(0.98MPa)

x Flange Standard : KS10K, JIS10K,
ANSI150PSI, DINI0BAR

¥ Actuator Type : Pneumatic Double
and Single Action.

* Action Air Supply : 3.5-Tkegf/cm?

* Accessory - Solenoid Valve, Limit A

=1 " g
S/W, F.R.L Unit.
Standard-Type Assembly-Type

Electric Control 710 Butterfly Valves

* Model : DAEJUNG 710-E S — -
. A a\- f("ﬁfﬁ" =l

¥ Valve Size : 32A — e —= | f ‘

* Max Service Pressure : 10kgf/cm? Hn: 0 ' | Bl .

* Flange Standard : KS10K, JIS10K,
ANSII50PSI, DINIOBAR ®

* Actuator Type : Electric Actuator
110V, 220V, 380V.
(Explosion-Proof, Modulating—-

(0.98MPa) I Sy -

-

Type) Modulating, On-Off-Type Explosion-Proof-Type

Modulating 710 Butterfly Valves

* Model : DAEJUNG 710-M

* Valve Size : 32A —

* Max Service Pressure : 10kgf/cm?® (0.98MPa)

* Flange Standard : KS10K, JISIOK, ANSI150PSI,

DIN10BAR

¥ Actuator Type : Pneumatic Cylinder-Type Pneumatic
Diaphragm-Type

* Action Air Supply : 3-7kgf/cm?®

* Accessory : PP.Positioner, EP.Positioner Air Filter

Cylinder-Type

©



Flange Mounting Standard Butterfly Valves

Bolt Position

Bolt Position |

Bolt Position

fluid e fluid '
- >

KS 10K, JIS 10K ANSI 150 PSI DIN 10 BAR

open

close

Full Open  Full Open Rating
100 SIZE Cv
=0 30A.40A | 127
~ 80 / 50A | 165
S 70 | 65A 255
5 60 80A 382
O 5o 100A 652
b=
@ 40 125A 1120
o
© v 150A_| 1790
g 200A 3320
= = g 250A | 4980
10/ = 300A | 7510
0070 20 30 40 50 60 70 80 90100 S90A | 9200
start Ang|e Opening 400A 13500

* Butterfly—like shape

* Tight shut-off, can be used for
throttling purpose.

* small fluid resistance (it allows smooth
flow.)

* Suitable for automation, with low
operating torque and 90-degree
operating angle.

#* Light—weight and compact.
(large diameter models are also
available.)

Temperature/Pressure Rating Inherent flow characteristics

10

Pressure-kgf/cm®
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Seat Ring
EPDM
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Valve opening%

Unit:kgf.m
SIZE Maximum Pressure Drop
mm inch 3kgf/em” Skgf/fem” 10kgf/cm”
32A, 40A 1447, 1%" 0.18 (%37 1
50A 27 0.25 0.45 1L
65A 215 0.4 0.7 Dol
S0A 3 0.62 1 3
100A 4" 0.92 1.6 4.3
125A T 2ol 3 3
150A 6” 3 4.5 12
200A 8" Dot 9.5 22
250A 10” 1% 19.5 ol
300A 11Z” 18 33 70
350A 14”7 21 40 73
400A 16” 2 46 84

(We Reserve The Right to Alter The Information Without Notice)

e




www.djvalves.com

3-MAX
MAX-SEAL MAX-TORQUE MAX-QUALITY
( VALVES ) ( ACTUATORS ) ( SYSTEM )

G

d  Day Jugy _J

DUV paesuncVAvECO,LTD. DV =uoiu (R mu

79, Hosandong-ro, Dalseo—gu, Daegu, L PEGA M SAMSE 79 (R.42712)
42712 South Korea : (Oi79Al 2MT SALS 706-6)

M2l - -He—E e e — a5 i TEL : (053)584-2276~8

FAXK G 2=5 =564 = o - FAX: (053)584-2279

E-mail : djvalves@djvalves.com - E-mail : djvalves@djvalves.com
Website : www.djvalves.com - Website : www.djvalves.com

DATE : 2016. 01



	710(1.pdf
	710(2.pdf
	710(3.pdf
	710(4.pdf
	710(5.pdf
	710(6.pdf

