






MODEL HGT-MR HGL-MR HAG-MR

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Actuator Type Multi Turn Hydraulic

Operating Pressure (max.) 120bar

Working  
Pressure

Open 90bar

Close 80bar

Applicable Valve Type Gate Globe Angle

Size 50A~750A 50A~500A 50A~500A

Accessory (option) Local Position Indicator



MODEL MHPP-M MHPP-V MHPP-L MHPP-BX

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Hyd. Power Pack Type Deck Stand Remote (VRC) Limit Switch Box

Operating Pressure (max.) 120bar

Working  
Pressure

Open 90bar

Close 80bar

Applicable Hyd. Actuator Multi Turn Hydraulic Motor

Accessory (option) Relief Valve, Emergency Hand pump, Self-seal coupling

Position Indicating device Flow indicating Limit Switch indicating Flow indicating



MODEL VPDB

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Operating Pressure (max.) 120bar

Power Supply 110/220V AC, 50/60Hz

Output Signal

Dry Contact (Open/Close)

Indicating Lamp (Power/Open/Close)

Fault Alarm

Applicable Power Pack VRCS, HPU



MODEL HAR

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Actuator Type Rotary Cylinder

Operating Pressure (max.) 120bar

Working  
Pressure

Open 90bar

Close 80bar

Applicable Valve Type Butterfly, Ball

Applicable Manual Hydraulic Power Unit Solo Type, Multi Type

Size 50A ~ 800A

Accessory (option) Lock Valve, Emergency Hand pmup, Manual Handle + Bypass Valve, Limit Switch, Self-seal coupling



MODEL HAL

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Actuator Type Linear Cylinder

Operating Pressure (max.) 120bar

Working  
Pressure

Open 90bar

Close 80bar

Applicable Valve Type Globe, Angle, Gate, Surface, Storm

Applicable Manual Hydraulic Power Unit Solo Type, Multi Type

Size 50A ~ 750A

Accessory (option) Lock Valve, Emergency Hand Pump, Manual Handle + Bypass Valve, Limit Switch, Self-seal coupling



MODEL HBT-MH HGT-MH HGL-MH HAG-MH

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Actuator Type Multi Turn Hydraulic Motor

Operating Pressure (max.) 120bar

Working  
Pressure

Open 90bar

Close 80bar

Applicable Valve Type Butterfly Gate Globe Angle

Applicable Hyd. Power Unit Manual Handpump Type, VRCS HPU Type

Size 50A ~ 2200A 50A ~ 750A

Accessory (option) Relief Valve, Manual Handle + Bypass Valve + Relief Valve, Limit Switch



MODEL DS

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Hyd. Power Unit Type Manual Rotating Pump

Operating Pressure (max.) 120bar

Working  
Pressure

Open 90bar

Close 80bar

Applicable Hyd. Actuator Rotary Type, Linear Type, Multi Turn Hydraulic Motor Type

Accessory (option) Check Valve, Relief Valve, Self-seal coupling, Lamp Box



MODEL MH-ML MT-ML

Operating Fluid Mineral Oil ( ISO VG15 ~ 32)

Temperature Range -20℃ ~ 80℃

Hyd. Power Unit Type Manual Handpump Electric Motor

Operating Pressure (max.) 120bar

Working  
Pressure

Open 90bar

Close 80bar

Applicable Hyd. Actuator Rotary Type, Linear Type, Multi Turn Hydraulic Motor Type

Accessory (option) Check Valve, Relief Valve, Self-seal coupling 2Set ~ 8Set



MODEL TR-BL TR-DT TR-PL

Working Fluids Thermal Oil Steam, Hot Water

Temperature Range / Press -20℃ ~ 220℃  / 20K

Valve Type Bellows Direct Pilot

Valve Size 15A ~ 50A 32A ~ 125A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze

Trim Stainless Steel

Accessory (option) Heater Sensor (0~60, 50~110, 80~140), Y-Strainer

Capillary Tube Length (m) 5m (Option : 3m, 7m, 8 ~15m)



MODEL RG-CY RG-DP RG-PL

Working Fluids Air, Water, Liquid, Oil

Temperature Range / Press -20℃ ~ 150℃ /20K

Valve Type Cylinder Diaphragm Pilot

Valve Size 15A ~ 100A 15A ~ 100A 40A ~ 200A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze

Trim Stainless Steel

Accessory Manual Handle, Glycerin Seal Port, Pressure gauge, Oil Separator, Y-Strainer



MODEL RD-CY RD-DP RD-PL RD-CH RD-DH

Working Fluids Air, Gas, Liquid, Vater Steam Air Air

Temperature Range / Press -20℃ ~ 150℃ / 20K 220℃ / 20K -20℃ ~ 150℃ / 30K -20℃ ~ 150℃ / 30K

Valve Type Cylinder Diaphragm Pilot Cylinder Handle Diaphragm Handle

Valve Size 15A ~ 100A 15A ~ 100A 15A ~ 150A 15A~50A 15A~50A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze

Trim Stainless Steel

Accessory Manual handle, Glycerin Seal Port, Y-Strainer



MODEL SV-FB SV-LF SV-HF

Working Fluids Steam, Air, Water, Liquid 

Temperature Range / Press -20℃ ~ 220℃ /30K

Valve Type Full Bore Low Lift High Lift

Cap / Lever type Close Cap, Close Lever, Open Lever

Valve Size 15A ~ 200A 15A ~ 50A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze

Trim Stainless Steel



MODEL PV

Working Fluids Air, Liquid, Oil, Water

Temperature Range / Press 0℃ ~ 80℃ / 10K

Valve Type Flange

Valve Size 15A ~ 50A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Stainless Steel

Trim Stainless Steel



MODEL GL

Working Fluids Steam, Air, Water, Liquid

Temperature Range / Press -20℃ ~ 220℃ / 16K

Valve Type Flange

Valve Size 15A ~ 50A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze

Trim Stainless Steel



MODEL ST-DC ST-BF

Working Fluids Steam 

Temperature Range / Press 0℃ ~ 220℃ / 20K

Valve Type Disc Ball float

Valve Size 15A ~ 50A

End Connection JIS / DIN / ISO / ANSI Standard

Material Body Cast Steel, Ductile Cast Iron, Cast Bronze, Stainless Steel

Accessory Ball Valve



MODEL ST-Y

Working Fluids Oil, Water, Air, Steam

Temperature Range / Press 0℃ ~220℃ / 40K

Valve Size 15A ~ 300A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze

Screen Stainless Steel

Selection of Mesh Single Mesh  /  Double Mesh



MODEL 3BA-SO 3BA-SW

Working Fluids  Air, Water, Liquid  Air, Water, Liquid

Temperature Range / Press -20℃ ~ 150℃ / 16K -20℃ ~ 150℃ / 16K

Valve Type
Soft Screw

“L”TYPE, “T”TYPE 

Valve Size 15A ~ 100A 3/8 ˝ ~ 2 ˝

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze, Stainless Steel

Trim Stainless Steel

Accessory Limit Switch



MODEL AWS-GT AWS-BF

Working Fluids  Air, Gas

Temperature Range / Press -20℃ ~150℃ / 20 K

Valve Type Gate Butterfly

Valve Size 50A 50A ~ 80A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron

Trim Stainless Steel



MODEL 3RT-MT 3RT-CY 3RT-DP

Working Fluids Fresh Water, Sea Water, Oil

Temperature Range / Press -20℃ ~ 100℃ / 16K 

Valve Size 80A~ 600A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Ductile Cast Iron, Cast Steel, Carbon Steel

Trim Stainless Steel, Cast Bronze, Steel

Flow Characteristics Linear, On-off

Actuator Type Elec. Motor Cylinder Diaphragm

Operating Source 110/220V AC 4 Bar Air 0.2~1 Bar or 0.4~2 Bar

Accessory (option) Controller (E/P, P/P), Sensor (Temperature), Positioner (E/P, P/P), Air Regulator



MODEL 2CT-MT 2CT-DP

Working Fluids Steam, Water, Oil

Temperature Range / Press -20℃ ~ 220℃ / 30K 

Valve Size 15A ~ 300A

End Connection JIS / DIN / ISO / ANSI Standard

Material
Body Cast Steel, Ductile Cast Iron, Cast Bronze

Trim Stainless Steel

Flow Characteristics EQ%, Linear, Quick Opening

Actuator Type Elec. Motor Diaphragm

Operating Source 110/220V AC 0.2~1 Bar or 0.4~2 Bar

Accessory (option) Controller (E/P, P/P), Sensor (Temperature/Pressure), Positioner (E/P, P/P), Air Regulator, Solenoid valve, Y-Strainer



MODEL EPC-TP EPC-PR

Power Supply 110/220V AC, 50/60Hz

Supply Air Pressure 1.4 Bar, 2.4 Bar

Control Mode On-off, P, PI, PID

Control Action Direct, Reverse

Signal Input RTD(Pt100Ω), 4 ~ 20 mA

Type Temperature Pressure

Control Output
4 ~ 20 mA : Electronic

0.2~1 Bar / 0.4 ~ 2 Bar : Electro-pneumatic

Accessory (option) Temperature Sensor, Pressure Sensor, Air  Regulator



MODEL PPC-TP PPC-PR

Supply Air Pressure 1.4 Bar, 2.4 Bar

Control Mode On-off, P, PI, PID

Control Action Direct, Reverse

Type Temperature Pressure

Signal Input
Temp. Temp. sensor with capillary tube (5m)

Press. Direct or through oil separator

Control Output 0.2 ~ 1.0 Bar, 0.4 ~ 2.0 Bar

Control Range
Temp. 0 ~ 70℃, 0 ~ 100℃, 0 ~ 150℃, 50 ~ 120℃, 50 ~ 150℃

Press. 0~5 Bar, 0~10 Bar, 0~16 Bar, 0~25 Bar

Accessory (option) Positioner (P/P), Air Regulator



MODEL EEC-VS

Power Supply 110/220V AC, 50/60Hz

Control Mode P,  PI, PID, On-off

Signal Input 4 ~ 20mA

Control Output
Temp. 4 ~ 20mA

Viscosity 4 ~ 20mA

Control Range 0 ~ 25 mPas, 0 ~ 50 mPas

Temperature Range 0℃ ~ 200℃

Accessory (option) Interface Box, Viscosity Sensor



Measuring Range (max.) 0℃ ~ 200℃

Output Signal Pt100 Ω

Power Supply DC 24V

Process Connection PT 3/4˝, PT1/2˝

Protection Class IP65

Measuring Range (max.) 0 ~ 30 Bar

Output Signal 4 ~ 20 mA

Power Supply DC 24 V(5~32V)

Process Connection G1/4B

Protection Class IP65

Measuring Range (max.) 0 ~ 50 mPa.s

Temperature (max.) 180℃

Process Connection PT 1/2˝

Protection Class IP65




