
Color Quad View  SJ4804CQ
4Ch Digital Quad Switcher

Sprcification 

Main Features 

   

Quadraple Video Splitter with Auto Rotation
or Manual Selector.
Video input up to 4 Channels. 
Camera Identification and Current Time
Generator Included.

 

Video Signal Voltage

In,Out Connector

Image Rotation Time

Video Charactor

Video In/Out Channel

BNC

1.0 Vpp, 75Ω / NTSC or PAL Compatible

1 - 64 Sec

Year, Month, Day, Hour, Minute, Second, English, Korean, Digit 10 charactor 

Back Up Time Over 1 Year

Operation Status LED Indicator 

Remote RS-232C, RS485/422, Current Loop

Operation Temp 0 - 60℃ / 10 - 80% Humidity

Power Consumption 12W max

Mass 3.7Kg

Size

Color

432W x 300D x 44H (19"Rack Type)

Munshell Code No. 8.2Y 7.7/0.8

▶ 4In 2Out Image Split and Rotation (Auto, Manual)

▶ Video Quad, PIP, POP Spliter

▶ Video Selector (Display, Pass)

▶ Video Auto Rotation Function (1 - 64 Second)

▶ Remote Function (RS232, Rs485/422)

▶ Charactor and Time Display

▶ Remote Relay Switch Input

▶ Screen Manu System

▶ 19" Rack Type

4 In 2 Out

Input Voltage AC 110 / 220V 60Hz


