
Multi� Processing� Unit

� � � � � � � � � � � � � � SJ48MPU+

■� SPECIFICATION

POWER� : -� 110V� or� 220V� Select� � +/-� 10%
-� 60Hz� +/-� 10%
-� 6.5Watt

Communication� : -� 5Port
� � >>� Receiver� Port� (RS232/RS485)
� � >>� PC� Port� (RS232� /� RS422)
� � >>� 3� Control� Port� (RS232/RS422)�
-� Rate
� � >>� Receiver� Port� (2400,4800,9600,19200)
� � >>� PC� Port� (4800,9600,19200,115200)
� � >>� Control� Port� (2400,4800.9600,19200)

Video� Control: -� 1024� Video� Control
-� Auto/Manual� Selection
-� 1~64� Second� Interval�

Receiver� Control� : -� 1023� Video� &� Receiver� Control
-� Camera/Light/Aux1/Aux2/Power� Control
-� PT/Lens� Control
-� Preset� Control
-� Sensor� Data� Receive� (8� Point)

Alarm� Control� : -� 256� Alarm� Point� Control
� � (AIU� or� Camera� Control� Receiver)
-� 256� Point� Alarm� Lamp� Out

� � � � � � � � � � � � � � � � � � � � � � (Graphic� Controller)
-� 2� Point� Alarm� Link
-� 1� Alarm� Relay� Out

Temp/Humidity� : -� 0~70℃� Temperature
-� 10%~70%� Humidity

Weight� : -� 3.6� Kg

Network� Interface:� � � Ethernet� 10BASE-T
TCP� � UDP� � IP� � ICMP� � ARP


