
PRODUCTS

WATERTIGHT SPEAKER

CWS-530 CWS-550 CWS-550(Volume) CWS-500P(Portable)  * 500P ○◎ (H)

• A / AH : 30W   
• B / BH : 50W
• C / CH : 75W

• A / AH : 5W
• B / BH : 10W
• C / CH : 15W
• D / DH : 20W
• E / EH : 2W

• AV / AVH : 5W
• BV / BVH : 10W
• CV / CVH : 2W

○ ≫ A : 5W 

B : 10W

C : 15W

D : 20W

◎ ≫ A : 5m cord 

B : 10m cord

C : 15m cord

D : 20m cord

E : 30m cord

DIAGRAM

CBC-200 REMOTE CONTROLLER
SPECIFICATION

Call signal : 800Hz

Microphone with volume

Speaker selector : 9 group

Dimmer : Speaker selector lamp brightness

Monitor speaker with volume

Flush or Wall mounting type

Dimension(W x H x D) : 275 x 200 x 110mm



HDM TECH

WATERTIGHT SPEAKER FLUSH TYPE

CWS-801 CWS-801

• A / AH : 1W
• B / BH : 2W

*Volume type

• AV / AVH : 1W
• BV / BVH : 2W

• F / FH : 1W

CABIN / ACCOMMODATION SPEARKER

CFS-703 CFS-704 CFS-710 (ABS) COS-711 (ABS) CBS-712 (ABS)

• A / AH : 1W
• B / BH : 2W
• C / CH : 5W

• AS / ASH : 2W • A / AH : 2W
• B / BH : 5W

• A / AH : 2W
• B / BH : 5W

• A / AH : 2W
• B / BH : 5W

EX TYPE SPEARKER MICROPHONE

DSP-15EExmNT DSP-25EExmNT CDM-720A CDM-012

• 2W / 4W / 7.5W / 15W • 2W / 4W / 6W / 12.5W / 
   25W

• B : 10m cord
• C : 15m cord
• D : 20m cord
• E : 25m cord
• F : 30m cord

G.E.A SWITCH

CEG-940F CEG-940W CEG-942W

• Auto / Manual with Dimmer

CEG-940F-1
• Auto / Manual 
• Without Vol

• Auto / Manual • Auto / Manual
• Watertight type


