REVNO. DATE DESCRIPTION REVD BY | CHED BY | APP'D BY
A
A
A
SELECTION TABLE
100 4-#10 HOLES
| mev NoL | Lawp AP |y O ACI10V O AC230V
SIZE SUPPLY | D ACT20V CIAC240V | oro oy O 50Hz
—_— o7 || VOLTAGE | D Ac208v O Ac27v O 60Hz
! O MERCURY OAC220v O
8 } VAPOR | O 100W SET
- THREAD |ONPT OPF OMM O
OH. P. r—
SODIUM SIZE o3/4" 01 oM O
O METAL 1 -
0O HALIDE HUB 01-2
SCHEDULE 9 4 913
LOCATION 01-2-3
3 0 1-2-3-4
O W/2-BLIND PLUGS O NONE
NOTE
1
o|lo
o|3
==
3|3
—|N
3|3
==
12 | REFLECTOR WHITE COATING ALUMINIUM
O 11| MOUNTING BOX CAST ALUMINIUM ALLOY
10 | BALLAST HOUSING CARBON STEEL
‘ 9 | BALLAST FOR H.D LAMP HIGH POWER FACTOR
8 | NIPPLE STEEL
Max. 100W : 8410
VI TRy ! 7 | WEATHERPROOF CAP SILICONE RUBBER
6 | BoDY DIE CASTING ALUMINIUM
5 | LAMP HOLDER PORCELAIN W/MEDIUM SOCKET E26
4 | GLOBE GASKET SILICONE RUBBER
3 [ Lawp H.D LAMP SEE SELECTION TABLE
2 | 6LoBE HEAT RESISTANT HARD GLASS
1 | cuarD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | HLD LTG. FIXTURE (CEILNG MTG. TYPE) APPLCHTION
UNIT mm CHECKED BY @ FILBRMAEM oo [voor sewes ey | WEATHER PROOF TYPE, IP65
NAMBUK ELECTRIC CO.,LTD |—goror ROTECT
DATE DRAWN BY (SOLOR | MUNSELL NO. 7.586 6/1.5 e Iy sl v|u{nHo]1]{a]o]1




+ LENGTH(L) ORDER WADE, | REVNO: DATE DESCRIPTION REVD BY | CHED BY | APP'D BY
A
A
A
100 =510 HOLES SELECTION TABLE
LAMP , OACT10V O AC230V
MEM NO. | LAMP SIZE ANl suppLy | TAc120v T AC240v FReqUENCy | O 50H2
— — o7 1| VOLTAGE | 0 Ac208v O AC277v O 60Hz
8 } O MERCURY OAc220v O
- VAPOR | 1 100W SET
- THREAD |ONPT OPF OMM O
DO " SODIUM SZE |O3/4" O1" OM O
O METAL 1 -
HALIDE HuB 012
- SCHEDULE 9 4 913
- - LOCATION 01-2-3
p— E— O1-2-3-4
8 r 7] ]
- -1 O W/2-BLIND PLUGS  OI NONE
L____
NOTE
1
-
®
@
ﬁ\ ®
41391\ ®
3 1 ®
ol 1 12 | REFLECTOR WHITE COATING ALUMINIUM
==
32 NG 11 | MOUNTING BOX CAST ALUMINIUM ALLOY
o \ B 10 | BALLAST HOUSING CARBON STEEL
2|2 o) 9 | BALLAST FOR H.LD LAMP HIGH POWER FACTOR
X 8 | SUSPENSION STEM RIGID STEEL PIPE
\ 7 | WEATHERPROOF CAP SILICONE RUBBER
‘ 6 | BODY DIE CASTING ALUMINIUM
Max. 100W : 410 | 5 | LAMP HOLDER PORCELAIN W/MEDIUM SOCKET £26
Max. 250W : 6465 4 | GLOBE GASKET SILICONE RUBBER
3 | Lawp H.D LAMP SEE SELECTION TABLE
2 | cLose HEAT RESISTANT HARD GLASS
1 | cuaRD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | H.D LTG. FIXTURE (PENDANT MTG. TYPE) APPLCHTION
UNIT mm CHECKED BY @ FILBRMAEM oo [voor sewes ey | WEATHER PROOF TYPE, IP65
NAMBUK ELECTRIC CO.,LTD —ooor ROTECTO
DATE DRAWN BY (SOLOR | MUNSELL NO. 7.586 6/1.5 e Iy sl v|u{nHo]1]{a]o]1




REV.NO. DATE DESCRIPTION REVD BY | CHE'D BY | APP'D BY
JAN
JAN
JA
SELECTION TABLE
LAMP , O ACTIOV O AC230V
MEM NO. | LAMP SIZE ANl suppLy | TAc120v T AC240v FReqUENCy | O 50H2
— o7 1| VOLTAGE | 0 Ac208v O AC277v O 60Hz
O MERCURY OAC220V O
VAPOR | 1 100W SET
THREAD |ONPT OPF OMM O
400 100 Ou p. "
| SODIUM SIZE o3/4" 01 oM O
e O METAL 1
A o HALIDE HUB g 1-2
, - (ot +44 8 SCHEDULE 9 4 1-3
H—() LOCATION 01-2-3
mES 3 01-2-3-4
4-910 HOLES O W/2-BLND PLUGS O NONE
' (9 NOTE
O 1
o|lo
NI
== \ ‘
8|3 \ ®
& 12 | REFLECTOR WHITE COATING ALUMINIUM
‘ 11| MOUNTING BOX CAST ALUMINIUM ALLOY
Max. 100W : 9410 | 10 | BALLAST HOUSING CARBON STEEL
Max. 250W : 9465 9 | BALLAST FOR H.LD LAMP HIGH POWER FACTOR
8 | SUSPENSION STEM RIGID STEEL PIPE
7 | WEATHERPROOF CAP SILICONE RUBBER
6 | BODY DIE CASTING ALUMINIUM
5 | LAMP HOLDER PORCELAIN W/MEDIUM SOCKET £26
4 | GLOBE GASKET SILICONE RUBBER
3 | Lawp H.LD LAMP SEE SELECTION TABLE
2 | GLOBE HEAT RESISTANT HARD GLASS
1 | GuaRD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | HLD LTG. FIXTURE (BRACKET MTG. TYPE) APPLCHTION
UNIT mm CHECKED BY @ FILBRMAEM oo [voor sewes ey | WEATHER PROOF TYPE, IP65
NAMBUK ELECTRIC CO.,LTD |—goror ROTECT
DATE DRAWN BY (SOLOR | MUNSELL NO. 7.586 6/1.5 e Iy sl v|u{nHo]1]{a]o]1




Max. 100W : 630

100

100

4-¢10 HOLES \

VIEW A-A’

Max. 250W : 710

—|——J£’ =

SCALE N.S APPROVED BY
UNIT mm CHECKED BY
DATE DRAWN BY

™ FiltERM AT it
NAMBUK ELECTRIC CO.,LTD

REVNO. DATE DESCRIPTION REVD BY | CHED BY | APP'D BY
A
A
A
SELECTION TABLE
LAMP , O ACI10V O AC230V
MEM NO. | LAMP SIZE ANl suppLy | TAc120v T AC240v FReqUENCy | O 50H2
—_— o7 || VOLTAGE | D Ac208v O Ac27v O 60Hz
O MERCURY OAC220v O
VAPOR | OO 100W SET
THREAD |ONPT OPF OMM O
OH. P. r—
SODIUM SIZE o3/4" 01 oM O
O METAL 1 -
HALIDE HuB 012
SCHEDULE 9 4 913
LOCATION 01-2-3
3 0 1-2-3-4
O W/2-BLIND PLUGS O NONE
NOTE
1
12 | REFLECTOR WHITE COATING ALUMINIUM
11| MOUNTING BOX CAST ALUMINIUM ALLOY
10 | BALLAST HOUSING CARBON STEEL
9 | BALLAST FOR H.D LAMP HIGH POWER FACTOR
8 | SUSPENSION STEM RIGID STEEL PIPE
7 | WEATHERPROOF CAP SILICONE RUBBER
6 | BoDY DIE CASTING ALUMINIUM
5 | LAMP HOLDER PORCELAIN W/MEDIUM SOCKET E26
4 | GLOBE GASKET SILICONE RUBBER
3 [ Lawp H.D LAMP SEE SELECTION TABLE
2 | 6LoBE HEAT RESISTANT HARD GLASS
1 | cuarD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
TTLE | H.D LTG. FIXTURE (40" BRACKET MTG. TYPE) APPLCHTION
CLASS OF
CAT NO. |VD-Y SERIES e | WEATHER PROOF TYPE, IP65
COLOR DRAWING
(SOLOR | MUNSELL NO. 7.586 6/1.5 e Iy sl v|u{nHo]1]{a]o]1




+ LENGTH(L) ORDER WADE, | REVNO: DATE DESCRIPTION REVD BY | CHE'D BY | APP'D BY
A
A
A
SELECTION TABLE
LAMP , OACTIOV O AC230V
MEM NO. | LAMP SIZE ANl suppLy | TAc120v T AC240v FReqUENCy | O 50H2
—_— o7 || VOLTAGE | D Ac208v O Ac27v O 60Hz
O MERCURY OAC220V O
VAPOR | O 100W SET
THREAD |ONPT OPF OMM O
OH. P. a—
SODIUM SIZE o3/4" 01 oM O
O METAL POLE
| —
HALIDE HuB oF-!
® SCHEDULE 1 3 OP-2
Q) LOCATION gP-1-2
! 2 opP-1-2-3
ai|\N ®
! / ® O W/2-BLIND PLUGS I NONE
oo
4
NS A1 ¢ ® Noe
I S 1
- S|g / ©)
2| % A—(:)
ot 2|2 —)
Max. 100W : 9410 ‘
! Max. 250W : 9465
—||l— 00 s43(1-1/47) 13 | REFLECTOR WHITE COATING ALUMINIUM
| 12 | MOUNTING BOX CAST ALUMINIUM ALLOY
11 | BALLAST HOUSING CARBON STEEL
! 10 | BALLAST FOR HLD LAMP HIGH POWER FACTOR
100 _ 9 | socker CARBON STEEL
| 8 | UNION COUPLING CARBON STEEL
7 | WEATHERPROOF CAP SILICONE RUBBER
; 8 / G 6 | BODY DIE CASTING ALUMINIUM
H®) 5 | LAMP HOLDER PORCELAIN W/MEDIUM SOCKET E26
MOUNTING BOX 4 | GLOBE GASKET SILICONE RUBBER
4-010 HOLES \ D 3 | LAMP H..D LAMP SEE SELECTION TABLE
VIEW A_p’ DETALL "8" 2 | cLoBE HEAT RESISTANT HARD GLASS
—_— —_— 1 | GuARD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | H.D LTG. FIXTURE (HAND RALL TYPE) APPLCHTION
UNIT mm CHECKED BY ™ Fﬁ%ﬁﬁcﬁﬁﬁ L% CAT NO. |VD-Y SERIES oSS OF\ | WEATHER PROOF TYPE, IP65
) COLOR LTG. FIXTURE : MUNSELL NO. 7.5BG 6/1.5 DRAWING
DATE DRAWN BY FINISHING | POLE : HOT DIP GALVANIZED / no. | N | B H v | L | H H D | ! H A | 0 | !




REVNO. DATE DESCRIPTION REVD BY | CHED BY | APP'D BY
A
A
A
SELECTION TABLE
100 4-#10 HOLES
| o P | oy O ACI10V O AC230V
Size SUPPLY | CIACI20V CAC240V | oeoy o | B 50z
——r— o7 || VOLTAGE | D Ac208v O Ac27v O 60Hz
' O MERCURY OAC220v O
8 } VAPOR | O 175W SET
. — o= THREAD | ONPT_O P:' oMM O
SODIUM [ 250w SET SIZE o3/4" 01 oM O
O METAL 1 -
0O HALIDE HUB 01-2
SCHEDULE 9 4 913
LOCATION 01-2-3
3 0 1-2-3-4
O W/2-BLIND PLUGS O NONE
NOTE
1
o|lo
o|3
==
3|3
—|N
3|3
==
12 | REFLECTOR WHITE COATING ALUMINIUM
O 11| MOUNTING BOX CAST ALUMINIUM ALLOY
10 | BALLAST HOUSING CARBON STEEL
‘ 9 | BALLAST FOR H.D LAMP HIGH POWER FACTOR
8 | NIPPLE STEEL
Max. 100W : 8410
VI TRy ! 7 | WEATHERPROOF CAP SILICONE RUBBER
6 | BoDY DIE CASTING ALUMINIUM
5 | LAMP HOLDER PORCELAIN W/MOGUL SOCKET E39
4 | GLOBE GASKET SILICONE RUBBER
3 [ Lawp H.D LAMP SEE SELECTION TABLE
2 | 6LoBE HEAT RESISTANT HARD GLASS
1 | cuarD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | HLD LTG. FIXTURE (CEILNG MTG. TYPE) APPLCHTION
UNIT mm CHECKED BY @ FILBRMAEM oo [voor sewes ey | WEATHER PROOF TYPE, IP65
NAMBUK ELECTRIC CO.,LTD |—goror ROTECT
DATE DRAWN BY (SOLOR | MUNSELL NO. 7.586 6/1.5 e Iy sl v|u{nHo]1]{a]o]1




+ LENGTH(L) ORDER WADE, | REVNO: DATE DESCRIPTION REVD BY | CHE'D BY | APP'D BY
JAN
JAN
JA
100 =510 HOLES SELECTION TABLE
LAMP , O ACTIOV O AC230V
MEM NO. | LAMP SIZE ANl suppLy | TAc120v T AC240v FReqUENCy | O 50H2
— — o7 1| VOLTAGE | 0 Ac208v O AC277v O 60Hz
8 } O MERCURY OAc220v O
- VAPOR | O 175W SET
- " o THREAD | O NPT" OPF OMM O
@ SODIUM | 7 250w SET SIZE o3/4" 01 oM O
O METAL 1 _
HALIDE HUB 01-2
e SCHEDULE 9 g BI1-3
- - - LOCATION 01-2-3
g p— 01-2-3-4
2 r 7 3
- -1 O W/2-BLIND PLUGS  OI NONE
L]
NOTE
1
-
®
@
ﬁ\ ®
4113\ ®
3t 1 ®
| — 1 12 | REFLECTOR WHITE COATING ALUMINIUM
==
32 NG 11| MOUNTING BOX CAST ALUMINIUM ALLOY
o \ B 10 | BALLAST HOUSING CARBON STEEL
2|2 o) 9 | BALLAST FOR H.LD LAMP HIGH POWER FACTOR
X 8 | SUSPENSION STEM RIGID STEEL PIPE
\ 7 | WEATHERPROOF CAP SILICONE RUBBER
‘ 6 | BODY DIE CASTING ALUMINIUM
Max. 100W : 410 | 5 | LAMP HOLDER PORCELAIN W/MOGUL SOCKET E39
Max. 250W : $465 4 | GLOBE GASKET SILICONE RUBBER
3 | Lawp H.LD LAMP SEE SELECTION TABLE
2 | GLOBE HEAT RESISTANT HARD GLASS
1 | GuaRD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | H.D LTG. FIXTURE (PENDANT MTG. TYPE) APPLCHTION
UNIT mm CHECKED BY @ FILBRMAEM oo [voor sewes ey | WEATHER PROOF TYPE, IP65
NAMBUK ELECTRIC CO.,LTD —ooor ROTECTO
DATE DRAWN BY (SOLOR | MUNSELL NO. 7.586 6/1.5 e Iy sl v|u{nHo]1]{a]o]1




Max. 100W : 270
Max. 250W : 350

N

Max. 100W : 4410

Max. 250W : #465

| 100
“H
@f o T
H—()
L
4-910 HOLES \
—®
0

SCALE N.S APPROVED BY
UNIT mm CHECKED BY
DATE DRAWN BY

™ FiltERM AT it

NAMBUK ELECTRIC CO.,LTD

REVNO. DATE DESCRIPTION REVD BY | CHED BY | APP'D BY
A
A
A
SELECTION TABLE
, O ACI10V O AC230V
MEM NO. | LAMP Lsﬁ}gg ANl suppLy | TAc120v T AC240v FRequENCy | B 50H2
——r— o7 || VOLTAGE | D Ac208v O Ac27v O 60Hz
O MERCURY 0 AC220v O
VAPOR | O 175W SET
. — o= THREAD |ONPT OPF OMM O
SODIUM [ 250w SET SIZE o3/4" ot oM O
. MErIA-ILALIDE HUB 1 01-2
SCHEDULE 9 @j 4 913
LOCATION 01-2-3
3 O1-2-3-4
O W/2-BLIND PLUGS O NONE
NoTE
1
12 | REFLECTOR WHITE COATING ALUMINIUM
11| MOUNTING BOX CAST ALUMINIUM ALLOY
10 | BALLAST HOUSING CARBON STEEL
9 | BALLAST FOR H.D LAMP HIGH POWER FACTOR
8 | SUSPENSION STEM RIGID STEEL PIPE
7 | WEATHERPROOF CAP SILICONE RUBBER
6 | BoDY DIE CASTING ALUMINIUM
5 | LAMP HOLDER PORCELAIN W/MOGUL SOCKET E39
4 | GLOBE GASKET SILICONE RUBBER
3 [ Lawp H.D LAMP SEE SELECTION TABLE
2 | 6LoBE HEAT RESISTANT HARD GLASS
1 | cuarD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
TTLE | HLD LTG. FIXTURE (BRACKET MTG. TYPE) APPLCHTION

CAT NO. | VD-Y SERIES oSS OF\ | WEATHER PROOF TYPE, IP65
(SOLOR | MUNSELL NO. 7.586 6/1.5 oG Iy sl v|L]nHo]1]{a]o]1




REVNO. DATE DESCRIPTION REVD BY | CHED BY | APP'D BY
A
A
A
100
— SELECTION TABLE
LAMP , O ACI10V O AC230V
O MEM NO. | LAMP SIZE ANl suppLy | TAc120v T AC240v FReqUENCy | O 50H2
; 8 —5on o7 || VOLTAGE | D Ac208v O Ac27v O 60Hz
O MERCURY OAC220v O
VAPOR | O 175W SET
O O O O
4-910 HOLES\ OH. P. O 2000 SET THREAD N;T" PF__OWM
SODIUM SIZE o3/4 o1 oM O
VIEW Ar o O 250W SET
O 1 -
HALIDE HuB 012
SCHEDULE 9 4 913
Max. 100W : 630 LOCATION O1-2-3
Max. 250W : 710 | 3 01-2-3-4
0 <A
H O W/2-BLIND PLUGS O NONE
91:-_@ NOTE
o < 1
—®
12 | REFLECTOR WHITE COATING ALUMINIUM
11| MOUNTING BOX CAST ALUMINIUM ALLOY
10 | BALLAST HOUSING CARBON STEEL
9 | BALLAST FOR H.D LAMP HIGH POWER FACTOR
8 | SUSPENSION STEM RIGID STEEL PIPE
7 | WEATHERPROOF CAP SILICONE RUBBER
6 | BoDY DIE CASTING ALUMINIUM
5 | LAMP HOLDER PORCELAIN W/MOGUL SOCKET E39
4 | GLOBE GASKET SILICONE RUBBER
3 [ Lawp H.D LAMP SEE SELECTION TABLE
2 | 6LoBE HEAT RESISTANT HARD GLASS
1 | cuarD DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | H.D LTG. FIXTURE (40" BRACKET MTG. TYPE) APPLCHTION
UNIT mm CHECKED BY @ FILBRMAEM oo [voor sewes ey | WEATHER PROOF TYPE, IP65
NAMBUK ELECTRIC CO.,LTD |—goror ROTECT
DATE DRAWN BY (SOLOR | MUNSELL NO. 7.586 6/1.5 e Iy sl v|u{nHo]1]{a]o]1




+ LENCTH(L) ORDER MADE, | REVNO- DATE DESCRIPTION REVD BY | CHE'D BY | APP'D BY
A
A
A
SELECTION TABLE
LAMP , O AC11OV O AC230V
MEM NO. | LAMP SIZE ANl suppLy | TAc120v T AC240v FReqUENCy | O 50H2
——r— o7 || VOLTAGE | D Ac208v O Ac27v O 60Hz
O MERCURY 0O AC220v 0O
VAPOR | O 175W SET
. — o= THREAD | O NPT" OPF OMM O
SODIUM [ 250w SET SIZE o3/4" ot oM O
O METAL POLE
| —
HALIDE HuB oF-!
® SCHEDULE 1 3 OP-2
Q) LOCATION gP-1-2
! 2 opP-1-2-3
ai|\N ®
! / ® O W/2-BLIND PLUGS I NONE
oo
4
NS A1 ¢ ® Noe
| S 1
- S| / ©)
2| % A—(:)
ot 232 —)
Max. 100W : 8410 ‘
! Max. 250W : 8465
—||l— 00 s43(1-1/47) 13 | REFLECTOR WHITE COATING ALUMINIUM
| 12 | MOUNTING BOX CAST ALUMINIUM ALLOY
11| BALLAST HOUSING CARBON STEEL
! 10 | BALLAST FOR H..D LAMP HIGH POWER FACTOR
- 100 _ 9 | socker CARBON STEEL
| 8 | UNION COUPLING CARBON STEEL
7 | WEATHERPROOF CAP SILICONE RUBBER
; 8 / G 6 | BODY DIE CASTING ALUMINIUM
H®) 5 | LAMP HOLDER PORCELAIN W/MOGUL SOCKET E39
MOUNTING BOX 4 | GLOBE GASKET SILICONE RUBBER
4-910 HOLES \ . 3 | LAMP H.LD LAMP SEE SELECTION TABLE
VIEW A_p’ DETALL "8" 2 | 6LoBE HEAT RESISTANT HARD GLASS
— — 1 | cuarp DIE CASTING ALUMINIUM
NO PARTS MATERIAL REMARK
SCALE N.S APPROVED BY . e TTLE | H.D LTG. FIXTURE (HAND RALL TYPE) APPLCHTION
UNIT mm CHECKED BY ™ Fﬁ%ﬁﬁcﬁﬁﬁ L% CAT NO. |VD-Y SERIES oSS OF\ | WEATHER PROOF TYPE, IP65
b COLOR LTG. FIXTURE : MUNSELL NO. 7.5BG 6/1.5 DRAWING
DATE DRAWN BY FINISHING | POLE : HOT DIP_GALVANIZED / NO. N | B H v | L | H H D | ! H A | 0 | !




