
FRAME  
No.

GEAR

RATIO
A AB AC AD B BB BC BD CA *CB1 *CB2 CC *CD1 *CD2 CE

S/U95 1/10

1/15

1/20

1/30

1/40

1/50

1/60

296 177 175 220 245 165 155 190 300 225 190 95 130 95 24

S/U115 360 216 220 270 282 189 175 220 400 275 230 115 160 115 28

S/U130 404 244 245 300 311 209 190 240 445 310 260 130 180 130 30

S/U150 447 271 280 340 370 245 210 270 510 355 285 150 205 135 32

S/U175 501 298 330 390 395 260 225 285 575 405 330 175 230 155 35

U200 586 350 350 420 472 305 290 360 600 - 375 200 - 175 42

FRAME

No.

GEAR

RATIO
Z HS LS L1 L2

INPUT OUTPUT

U T Y1 V S W Y2 X

S/U95 1/10

1/15

1/20

1/30

1/40

1/50

1/60

15 50 75 47 70 26 7 7 22 38 10 8 33

S/U115 18 65 85 60 80 30 10 8 25 45 12 8 40

S/U130 18 75 95 70 90 35 10 8 30 50 12 8 45

S/U150 20 85 110 80 100 40 10 8 35 60 15 11 54

S/U175 20 85 110 80 100 45 12 8 40 65 18 11 58

U200 22 95 125 90 115 50 12 8 45 70 20 12 62.5

S TYPE / U TYPE

U TYPES TYPE

* CB1, CD1 는 S TYPE 치수, CB2, CD2는 U TYPE 치수를 나타내며, 그 외 치수는 공통치수를 표시함.

[ UNIT : mm ]

SINGLE WORM REDUCER



FRAME  
No.

GEAR

RATIO
A AB AC AD B BB BC CA CB CC CD CE

V 95 1/10

1/15

1/20

1/30

1/40

1/50

1/60

296 177 145 170 247 130 82 95 172 133 345 24

V 115 360 216 185 235 284 144 95 155 203.5 162.5 416 28

V 130 404 244 210 262 314 165 105 130 226 176 452 30

V 150 447 271 245 293 370 189 125 150 255 140 443 32

V 175 501 298 280 340 400 209 140 175 290 156 506 35

V 200 586 350 *450 *510 480 245 175 200 - - 607 34

FRAME

No.

GEAR

RATIO
Z HS LS L1 L2

INPUT OUTPUT

U T Y1 V S W Y2 X

V 95 1/10

1/15

1/20

1/30

1/40

1/50

1/60

15 50 75 47 70 26 7 7 22 38 10 8 33

V 115 18 65 85 60 80 30 10 8 25 45 12 8 40

V 130 18 75 95 70 90 35 10 8 30 50 12 8 45

V 150 20 85 110 80 100 40 10 8 35 60 15 11 54

V 175 20 85 110 80 100 45 12 8 40 65 18 11 58

V 200 22 95 125 90 115 50 12 8 45 70 20 12 62.5

V TYPE

[ UNIT : mm ]

* V 200의 AC, AD는 RADIAN치수를 표시함.

SINGLE WORM REDUCER



FRAME

No.

INPUT

RPM

INPUT

HP

(HP)

OUTPUT

HP

(HP)

OUTPUT

TORQUE

(kgf-m)

OUTPUT

O.H.L

(kgf)

INPUT

HP

(HP)

OUTPUT

HP

(HP)

OUTPUT

TORQUE

(kgf-m)

OUTPUT

O.H.L

(kgf)

INPUT

HP

(HP)

OUTPUT

HP

(HP)

OUTPUT

TORQUE

(kgf-m)

OUTPUT

O.H.L

(kgf)

RATIO 1/10 1/20 1/30

95

1800 8.73 7.18 28.5 167 5.02 3.93 31.2 239 4.20 3.00 35.8 265

1500 7.93 6.46 30.8 177 4.57 3.54 33.8 252 3.81 2.66 38.2 281

1200 6.93 5.60 45.4 190 4.03 3.09 36.9 269 3.35 2.30 41.1 302

900 5.87 4.69 37.3 207 3.40 2.52 40.3 297 2.89 1.92 16.0 330

600 4.68 3.65 43.3 235 2.47 1.93 46.2 240 2.23 1.39 50.0 382

300 2.78 2.09 50.0 297 1.52 1.04 50.0 435 1.20 0.69 50.0 538

115

1800 13.8 11.4 45.7 177 7.16 5.54 44.0 270 6.66 4.82 57.5 285

1500 12.6 10.4 49.6 184 6.49 4.97 47.4 285 6.00 4.28 61.3 302

1200 11.0 9.02 53.8 198 5.72 4.30 51.3 306 5.31 3.70 66.3 325

900 9.38 7.55 60.1 214 4.85 3.58 57.0 335 4.55 3.09 73.9 354

600 7.46 5.86 69.9 241 3.87 2.74 65.4 383 3.85 2.34 83.9 408

300 4.64 3.51 84.0 305 2.53 1.69 80.7 488 1.97 1.17 94.0 531

130

1800 19.7 16.5 66.0 304 11.3 9.10 72.5 426 9.68 7.21 86.0 468

1500 18.0 15.1 71.7 319 10.3 8.18 78.2 449 8.70 6.40 91.7 496

1200 15.9 13.0 77.7 342 8.97 7.02 83.9 484 7.70 5.53 99.1 533

900 13.3 10.9 86.8 372 7.69 5.92 94.3 528 6.59 4.63 110 583

600 10.6 8.46 101 432 6.05 4.51 107 605 5.24 3.51 125 670

300 6.86 5.31 126 533 3.88 2.76 131 772 3.13 1.95 140 866

RATIO 1/40 1/50 1/60

95

1800 3.17 2.20 35.1 316 2.39 1.59 31.8 364 1.96 1.27 30.4 400

1500 2.86 1.96 37.4 336 2.17 1.42 34.0 386 1.79 1.14 32.7 424

1200 2.54 1.71 40.9 359 1.93 1.24 37.0 415 1.59 0.97 34.9 458

900 2.03 1.28 46.0 397 1.66 1.01 40.2 458 1.37 0.79 38.1 504

600 1.71 1.04 50.0 458 1.29 0.75 44.7 528 1.05 0.59 42.0 583

300 0.82 0.52 50.0 623 0.79 0.41 50.0 650 0.68 0.35 49.8 650

115

1800 4.68 3.19 50.7 357 3.93 2.74 54.5 404 3.14 2.04 48.9 453

1500 4.19 2.81 53.6 480 3.54 2.43 58.0 429 2.84 1.81 51.9 481

1200 3.77 2.45 58.5 407 3.15 2.12 63.4 459 2.52 1.56 56.2 518

900 3.24 2.03 64.8 446 2.69 1.72 68.7 508 2.17 1.28 61.3 571

600 2.62 1.53 73.3 514 2.09 1.28 76.5 588 1.70 0.94 67.5 662

300 1.64 0.88 84.0 665 1.24 0.70 84.0 778 1.12 0.56 81.1 846

130

1800 6.98 5.08 80.8 566 5.28 3.73 74.2 650 4.15 2.80 67.0 724

1500 6.37 4.55 86.8 599 4.76 3.29 78.7 691 3.75 2.48 71.2 769

1200 5.60 3.92 93.6 645 4.23 2.87 85.8 742 3.31 2.15 77.0 827

900 4.80 3.27 104 707 3.60 2.35 93.6 819 2.84 1.76 84.1 912

600 3.81 2.45 117 814 2.83 1.75 104 944 2.21 1.29 92.6 1053

300 2.43 1.45 138 1051 1.83 1.04 124 1200 1.45 0.77 111 1200

RATIO 1/10 1/20 1/30

150

1800 32.9 27.3 105 1500 14.9 11.8 95.5 1500 13.3 9.78 112 1500

1500 29.8 24.7 114 1500 13.6 10.6 102 1500 21.1 8.82 122 1500

1200 26.4 21.7 125 1500 11.9 9.29 110 1500 10.4 7.55 130 1500

900 22.3 18.1 139 1500 10.0 7.70 122 1500 9.08 6.32 146 1500

600 17.8 14.3 165 1500 8.01 5.94 141 1500 7.24 4.87 168 1500

300 11.7 8.99 207 1500 5.18 3.65 174 1500 4.77 2.72 202 1500

175

1800 46.8 39.1 150 1770 22.8 18.2 141 1800 19.0 14.1 163 1800

1500 42.5 35.4 163 1800 20.4 16.2 151 1800 17.2 12.7 176 1800

1200 37.7 31.3 180 1800 18.0 14.2 165 1800 15.0 11.0 190 1800

900 31.7 26.0 200 1800 15.2 11.7 182 1800 12.9 9.20 212 1800

600 25.2 20.4 235 1800 12.1 9.15 212 1800 10.2 7.04 243 1800

300 16.6 12.9 297 1800 7.87 5.62 261 1800 6.73 4.23 293 1800

200

1800 52.6 44.0 181 1750 30.2 24.3 193 2200 25.1 18.8 232 2200

1500 47.7 39.9 196 1840 27.0 21.6 206 2200 22.6 16.8 249 2200

1200 41.8 34.8 215 1950 23.8 18.9 226 2200 19.8 14.6 270 2200

900 35.6 29.3 241 2120 20.1 15.7 250 2200 16.9 12.1 300 2200

600 28.0 22.8 281 2200 15.9 12.2 291 2200 13.3 9.32 345 2200

300 18.5 14.4 356 2200 10.3 7.47 357 2200 8.89 5.60 414 2200

RATIO 1/40 1/50 1/60

150

1800 9.32 6.67 106 1500 7.13 4.97 98.9 1500 5.95 3.99 92.3 1500

1500 8.26 5.86 112 1500 6.42 4.40 105 1500 5.37 3.57 102. 1500

1200 7.40 5.11 122 1500 5.76 3.84 114 1500 4.72 3.04 109 1500

900 6.28 4.22 134 1500 4.89 3.17 126 1500 3.94 2.48 118 1500

600 5.02 3.91 152 1500 3.90 2.37 141 1500 3.20 1.87 133 1500

300 3.25 1.91 182 1500 2.53 1.41 168 1500 3.10 1.10 158 1500

175

1800 13.2 9.60 149 1800 9.78 6.81 135 1800 8.23 5.76 132 1800

1500 11.9 8.58 159 1800 8.74 6.03 144 1800 7.74 5.31 147 1800

1200 10.4 7.36 171 1800 7.98 5.37 160 1800 6.62 4.41 152 1800

900 8.98 6.12 190 1800 6.64 4.32 171 1800 5.56 3.60 166 1800

600 7.10 4.65 216 1800 5.28 3.25 194 1800 - - - -

300 4.69 2.80 261 1800 3.46 4.94 - - - - - -

200

1800 18.2 13.3 213 2200 13.8 9.84 195 2200 11.5 9.01 188 2200

1500 16.5 12.0 230 2200 12.3 8.68 207 2200 10.3 7.11 200 2200

1200 14.3 10.3 247 2200 11.2 7.76 231 2200 9.64 6.49 228 2200

900 12.3 8.62 276 2200 9.29 6.21 247 2200 7.76 5.05 237 2200

600 9.56 6.34 307 2200 7.33 4.69 280 2200 6.12 3.77 265 2200

300 6.44 3.74 376 2200 4.83 2.80 334 2200 4.03 2.26 318 2200

SINGLE WORM REDUCER


