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FEATURES

BENEFITS

ATLANTIS Series (Hydrobond Environmental Connector) 

Robust, Compact, High Integrity Design 
Available in ROV mateable, diver mateable and stab plate designs 
Male receptacle pins are hard gold plated and are protected by a pressure
compensation cell, which isolates them from surrounding seawater when
unmated. This eliminates the need for full pressure proof caps when unmated
and also allows for open face electrical testing to be carried out 
Female plug sockets are hard gold plated multi leaved type and are contained
The complete insert assembly is pressure compensated 
Positive Metal Key Way ensures correct alignment and ease of mating
Multiple Key options are available on request 
Positive stop on the metal bodies provides a visual indication of when the
connector halves are fully mated 
Depth rated up to 3,000 MSW standard with deeper ratings on request 
Fully open face pressure sealed 
Metal Shell Construction 
Available in 3 shell sizes 
Bulkhead Mount and Panel Mount Designs available as standard 
Mounting O – Ring face seals and optional Barrel seals available as standard 
Pin Densities from 2 to 12 ways 
Voltage ratings to 1,000 Volts RMS standard with higher ratings on request 
Current ratings to 10 Amps standard with higher ratings on request 
Available in 316 Stainless Steel as standard or Titanium, Aluminium Silicon
Bronze etc on request 
Non Magnetic versions available 
1 metre conductor tails on all bulkhead receptacle connectors as standard with
other lengths on request 
Optional Earth Bonding 
Termination options include fully water blocked, mechanical strain
terminations to cable, oil filled options and field installable 
Moulding options include Polyurethane and Polyethylene  

Rugged versatile design 
Does not require expensive pressure sealing half 
Wide variety of termination options ease system design 
Wide variety of connection options 
Easily serviced
Wide variety of pin configurations allows cost effective system design 
Wide variety of metal options allows for best corrosion
resistant design
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Contact:  sales@hydrogroup.plc.uk

Phone:	   +44 (0)1224 822996

Fax:	   +44 (0)1224 825142
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