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1. It has high durability because inner material is E.V.A and outer cover 
    is P.U.  
2. There is various colors, It is convenient to use because of light-weight.

It is mainly used for small size fishing boat, and small size fender can be 
applied by binding a string of fenders. 
It is convenient to use because of light-weight

Feature

Feature

EVA Fender

Y-EVA Fender

■  Dimension  ■ 

■  Dimension  ■ 

Model
Number

Specification : (±)5%
Q'ty in 20FT Container

L x OD x HD(mm) WT(g) Buoyancy(g)

SK - 100 285 x 260 x 50 1,546 10,000 1,344pcs

SK - 85 270 x 248 x 48 1,358 8,500 1,632pcs

SK - 70 250 x 220 x 42 1,005 7,000 2,304pcs

SK - 50 225 x 203 x 40 800 5,000 3,000pcs

SK - 40 200 x 185 x 37 630 4,000 3,960pcs

SK - 30 190 x 160 x 33 440 3,000 5,400pcs

SK - 25 180 x 147 x 28 380 2,500 6,720pcs

SK - 20 173 x 136 x 28 285 2,000 8,040pcs

SK - 6 145 x 93 x 20 110 600 22,400pcs

Size Type
Performance 60% deflection Foam Density

(kg/m³)

 Weight(Kg)

Reaction Force(kN) Energ Absorption(kN-m) Body Net

Ø500 x 1000L  Sling Type 48 9 80~100 33 -

Ø1000 x 2000L Net type 254 68 80~100 263 171

Ø1200 x 2000L Net type 280 91 80~100 378 248

Ø1500 x 3000L Net type 578 232 80~100 890 490

Ø2000 x 3500L Net type 845 454 80~100 1845 890

Ø2000 x 4000L Net type 1005 540 80~100 2100 1000

Ø2500 x 4000L Net type 1197 818 80~100 3297 1180

Ø2500 x 5500L Net type 1666 1128 80~100 3866 1200

Ø3300 x 6500L Net type 2528 2133 80~100 7668 2889

Ø3500 x 6000L Net type 2777 2333 80~100 7968 3000

Ship Fender

ㆍAbove detail dimension of components can be changed depending on owner specification and local environment condition.
ㆍDetail dimension will be guided by our drawing and specification.Notes

ㆍAbove detail dimension of components can be changed depending on owner specification and local environment condition.
ㆍDetail dimension will be guided by our drawing and specification.Notes


